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The  certificated  commercial  pilot  stated  that  while on final approach to runway 33, he inadvertently allowed the airplane to descend
below  his  intended glide path.  In an attempt to arrest the descent he applied full engine power, but the airplane continued to descend.
The  airplane  inadvertently  touched down on the snow-covered approach end of the runway, about 15 yards short of the runway surface.  As
he  attempted  to  abort  the  landing,  the airplane become airborne, drifted to the left of the runway, and settled into an area of soft
snow.    During the second touchdown, the nose wheel collapsed at the firewall bulkhead.  The airplane sustained substantial damage to the
engine firewall.
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Brief of
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The National Transportation Safety Board determines the probable cause(s) of this accident as follows.
The pilot's failure to maintain a proper glidepath during final approach.  A factor associated with the accident was soft terrain.

Accident (Continued)

Occurrence #1:         UNDERSHOOT
Phase of Operation:  APPROACH - VFR PATTERN - FINAL APPROACH

Findings
     1.  (C) PROPER GLIDEPATH - NOT MAINTAINED - PILOT IN COMMAND
----------

Occurrence #2:         GEAR COLLAPSED
Phase of Operation:  LANDING - ABORTED

Findings
     2.  (F) TERRAIN CONDITION - SOFT

Findings Legend: (C) = Cause, (F) = Factor
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